
Business Unit Components & Devices

Dosing technology 
Dosing system

ProDUCt DesCriPtion
the new and innovative eco-ControL eC200-B, made by Viscotec offers a wide range of applications for the precision 
volume dosimeter of the eco-Pen series.

theory of fUnCtion
Microprocessor-controlled. User-friendly. Without submenus but supported by graphics. easy connection via i/o port to 
PLC of external signals for automated line control. supports the storage of a wide range of dosing programs.  
Monitoring of the preset primary pressure (with pressure sensor kit only) and digital display in Bar or Psi.
Monitoring of fill level and motor current alarm messages (rs232 interface included).

fUnCtions / PrograMs
• Quantity program
• Start/stop program
• Time program
• Teach-in function (external or via GPS)
• Calibration
• Desired-volume display in Grams or Millilitres
• Dosage flow rate display in Millilitres per Minute or Grams per Minute
• Empty signal for containers (internal, external)
• Storage of PDM-supported dosing programs
• Desired-pressure and actual-pressure display in Bar or Psi
• Digital clock

teChniCaL featUres
Control of two precision  
volume dosimeters of the  
eco-PEN series possible with  
a single accessory card.

Backlit display

start & stop keys
aluminium rack black, 
powder-coated

Connection for dispensers  
1 and 2
Connection for empty-signal sensor
Connection for foot switch
terminal strips for interfaces
rs232 interface

sD Card, 24 max
Dosing programs readable and 

writable with Microsoft  
operating system

easy and user-friendly  
menu navigation

start & stop  
program

time program

Plastic film keyboard  
with LeD status  
displays

Quantity  
program

Mounting clips

eco-CONTROL
EC200-B

Art.-No. 20121



teChniCaL Data

Viscotec Pumpen- und Dosiertechnik gmbh 
geschäftsfeld Komponenten & geräte

amperstraße 4 - D-84513 töging a. inn 
tel.: +49 (0) 8631 – 393-400 
fax: +49 (0) 8631 – 393-500 
info@viscotec.de 
www.viscotec.de

info@preeflow.com 
www.preeflow.com
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92,5 x 240 x 197 mm

980 grams

24 V DC

n/a (article no. 20163)

100 Va / 2,7 a

Key, foot switch

24-V pulse, 10-ma terminal strip; 0 to 1.5V low; 12 to 24V high

no

rs232

no, available on request

MM C/sD-Card, 64 MB min; 24 dosing programs max; 

+10°C to +40°C, air pressure 1 bar

+10°C to +40°C

Dry & dust free -10°C to +40°C

yes

Dimensions (hxWxD):

Weight:

Voltage:

aC adapter voltage:

Power rating:

start:

external stop/start:

on-off switch:

interface:

Compressed-air monitoring:

external memory:

operating conditions:

Media temperature range:

storage environment:

Ce certified:
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fig.: front view fig.: side view

switching cabinet dimensions 
(Wxh) 191 x 85 mm

Mounting clips
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